PIONEER CONSOLIDATED CORP.                      UNIT SPECIFICATIONS

                                  MODEL EDD 1500D 16/19’ 

                SIDE MOUNT - STEEL FRAMEWORK

ROLLER ASSEMBLY - TELESCOPIC -3- PIECE
LEFT ROLLER TUBE -2.140 O.D. x 2.000 I.D. 6105-T6 Aluminum Extrusion with           UHMW Bushing and Stainless Steel Roll Pin to accept Motor Shaft.

RIGHT ROLLER TUBE -2.140 O.D. x 2.000 LD. 6105-T6 Aluminum Extrusion with         UHMW Bushing. 1" O.D. 6061-T6 Aluminum Shaft and Stainless Steel Roll Pin.

CENTER SECTION - 1.960" O.D. x 1.820 I.D. 6105-T6 Aluminum Extrusion. 

BEARING PLATES - 1/4" H.R.S.
BEARINGS - Flange Mounted Sealed Ball Bearings. 

ROLL MOUNTING ANGLES - 1 1/2" x 2" x 1/4" Steel Angle.

DIRECT DRIVE GEARMOTOR- Mounted directly to Left Side Roller.                              Worm & Wheel Configuration. Permanently Lubricated Sealed Gearbox. 90 to 1 Ratio.        Output Shaft Is Supported By Ball Bearings On Both Ends. Output Shaft is Directly             Coupled to Left Side Roller. Electric Motor is .85 Horsepower. Aluminum Gearbox       Housing. Plastic Protective cover . 3/4" O.D. Output Shaft. Motor is Thermally              Protected by Automatic Resetting Circuit Breaker.

PIVOT ARM FRAMEWORK

PIVOT ARMS -1 5/8" O.D. x 11 Ga. Steel Tubing. 2 Piece Construction. 

REAR SECTION- 1 5/8" O.D. x 11 Ga. Steel Tubing. 

BOWS- 1 5/16 O.D. x 11 Ga. Steel Tubing.

ARM MOUNTING BRACKETS - Steel Weldment
Base Plate -1/4" H.R.S.

Mounting Hub - 4" O.D. Steel Tube.

SPRING - Reverse Wound Torsion Spring - 9/16" Dia. Wire    Wire per ASTM A229 Class I.

TARP (STANDARD)
FABRIC
100% Polyester     1000 Denier        Raschel Knit             13 oz. Per Sq. Yard.

CONSTRUCTION      Seamless Front to Rear Rectangular in shape.         85" Wide

Grommets on Front & Sides Pocket at Rear.

WIRING & ELECTRICAL
All Wire is 6 Ga. Stranded Cable.

All Connectors are Ring Type.

High Amperage Self Centering Rotary Switch.

(Momentary On - Off- Momentary On)

Thermal Reset Circuit Breaker (Auto Reset)

