PIONEER CONSOLIDATED CORP.

UNIT SPECIFICATIONS
MODEL G 1500 16/19’

SIDE MOUNT – STEEL FRAMEWORK

ROLLER ASSEMBLY - TELESCOPIC -3- PIECE

LEFT & RIGHT ROLLER TUBE -2.140 O.D. x 2.000 I.D. 6105-T6 Aluminum Extrusion with UHMW Bushing. 1" O.D. 6061-T6 Aluminum Shaft and Stainless Steel Roll Pin.

CENTER SECTION -1.960" O.D. x 1.820 I.D. 6105-T6 Aluminum Extrusion.

BEARING PLATES - 7 Ga. H.R.S.
BEARINGS - Centerflange Mounted Sealed Ball Bearings.

ROLL MOUNTING ANGLES - 1/8 C.R.S. Formed Angle

CONTROL BOX ASSEMBLY
Crank Handle Disengages From Drive Shaft When Released.

Friction Brake Acts Upon The Roller Shaft Via a Spring and Lining to Control

Covering. Positve Locking Pawl Engages with the Sprocket Teeth to Lock The Cover In

Place.

Chain Drive to Roller Assembly Via # 40 Roller Chain. Reduction Ratio of 1.7 to 1.

PIVOT ARM FRAMEWORK

PIVOT ARMS - 1 5/8" O.D. x 11 Ga. Steel Tubing. 2 Piece Construction.

REAR SECTION-1 5/8" O.D. x 11 Ga. Steel Tubing. BOWS- 1 5/16 O.D. x 11 Ga. Steel Tubing.

ARM MOUNTING BRACKETS - Steel Weldment
Base Plate -1/4" H.R.S.

Mounting Hub - 4" O.D. Steel Tube.

SPRING - Reverse Wound Torsion Spring - 9/16" Dia. Wire            Wire per ASTM A229 Class I.

TARP (STANDARD)
FABRIC
100% Polyester 1000 Denier Raschel Knit 13oz.PerSq. Yard.

CONSTRUCTION Seamless Front to Rear Rectangular in shape. 85" Wide

Grommets on Front & Sides Pocket at Rear.

