Pioneer, a Wastequip Company

Route 20  North Oxford, MA  01537

UNIT SPECIFICATIONS

MODEL HR 1000 

“Hi-Roller” for Single Axle “Hook-Lifts”

GENERAL- Housing and Roller are pre-assembled with tarp and rear section ready to
           install on top of roll base
FRAMEWORK

GANTRY - Vertical movement of Roll Base w/ roller  from 64” to 100”

        STATIONARY SECTION LEGS - 4” x 3” x 3/16” A 500B Steel Tube


        CYLINDER BASE MOUNT -  C4 x 5.4 lbs./ft. “C” Channel


          TELESCOPIC SECTION LEGS - 3 1/2” x 2 1/2” x 3/16” A 500 B

                    Steel Tube

ROLL BASE - 1/8” C.R.S. fabricated weldment with internal bracing, 1/2”

  C.R.S. End Plates and integral mounting studs

HOUSING FABRICATION

END PLATES – 11 Ga.  CRS

HOUSING – 14 Ga.  CRS

SPRING LOADED ROLLER ASSEMBLY

3 piece telescopic construction. 3” OD, 6105-T6 Custom Aluminum Extrusions w/ Integral Slot for Front Edge of Tarp.

Sealed Ball Bearings on each end.
¾” dia. 1018 Solid Steel Shaft.

Custom made steel cones that screw into spring to anchor ends of spring to shaft and roller tube
Torsion Spring constructed of 162 dia. Music wire.
TARP – Standard

  Black Heavy Duty Mesh

              Expandable shape, Tapers out to 9 ft wide with shock cords
  19’ long

 
  Slide Strip on Front for Mounting to Roller.


  Grommets on sides

  Pocket at rear for rear section
MISCELLANEOUS

REAR SECTION - 1 pc. construction – ¾” galvanized I.M.C.

GUIDES – 11 Ga. Plated CRS steel discs
PULL ROPE – ½” Flat braid polypropylene w/ spliced in snap hook
REAR SECTION ROLLERS – 1” Schedule 40 PVC pipe
MOUNTING ANGLES to mount roller & housing to roll base 1” x 2” x 11 ga. steel formed

     angles
ROPE STORAGE HOOKS (4) - Zinc plated
REMOVEABLE Crank handle to load the spring to achieve tension on the roller 
HYDRAULICS – PTO MODEL

FLOW DIVERTER - 1GPM constant flow from control port side


COVER CONTROL VALVE


Open Center Configuration



Single, Manually operated 4 way 


Adjustable Pressure Relief Valve


GANTRY LIFT CYLINDER


2” Bore x 1 1/4” Rod x 36” Stroke


Double Acting


Chromed Rod


Welded and Rebuildable


HOSES & FITTINGS


Aeroquip

HYDRAULICS – POWER PACK MODEL

POWER PACK

12 Volt DC Unit with integral Tank, Check Valve, Manual 4 way valve

Adjustable PRV and Breather

GANTRY LIFT CYLINDER


2” Bore x 1 1/4” Rod x 36” Stroke


Double Acting


Chromed Rod


Welded and Rebuildable


HOSES & FITTINGS


Aeroquip

