Pioneer, a Wastequip Company

Route 20  North Oxford, MA  01537

UNIT SPECIFICATIONS

MODEL HR 1500 H

TUFF TARPER - HYDRAULIC

FRAMEWORK


GANTRY - Vertical movement of Roll Base/Rest assembly from 60” to 96”



         STATIONARY SECTION LEGS - 4” x 3” x 3/16” A 500B Steel                

                                 Tube.



         CYLINDER BASE MOUNT -  C4 x 5.4 lbs./ft. “C” Channel



           TELESCOPIC SECTION LEGS - 3 1/2” x 2 1/2” x 3/16” A 500 B 

                                 Steel Tube.


ROLL BASE - 1/8” C.R.S. fabricated weldment with internal bracing, 1/2”                                         
 

   C.R.S. End Plates and integral mounting studs.


WINDSCREEN - 11 Ga. C.R.S. fabrication to prevent “whipping” of the tarp 

            

        Which results in longer tarp life.  



BEARING PLATES –1/4” H.R.S. 

LEFT ROLLER TUBE -2.140 O.D. x 2.000 I.D. 6105-T6 Aluminum Extrusion 

With UHMW Bushing. 1” O.D. Steel Shaft and Stainless Steel Roll Pin.

RIGHT  ROLLER TUBE -2.140 O.D. x 2.000 I.D. 6105-T6 Aluminum 

With UHMW Bushing. 1” O.D. 6061-T6 Aluminum Shaft and Stainless Steel   

Roll pin.

CENTER SECTION -1.960” O.D. x 1.820 I.D. 6105-T6 Aluminum Extrusion.

BEARING - Flush Mounted Sealed Ball Bearing on Right Side Roller.


HYDRAULIC MOTOR/GEARBOX – 90:1 ratio Right Angle Gearbox, directly

connected to the tarp roller. Gerotor type hydraulic motor coupled directly to the

gearbox thru an adapter plate.

PIVOT  ARM   FRAMEWORK
PIVOT ARMS - 1 5/8” O.D. x 11 Ga. Steel Tubing, 2 Piece construction.

REAR SECTION- 1 5/8” O.D. x 11 Ga. Steel Tubing.
BOWS - 1 5/16 O.D. x  11 Ga. Steel Tubing. 

ARM MOUNTING BRACKETS - Steel Weldment

Base Plate - 1/4” H.R.S.

Mounting Hub - 4” O.D. Steel Tube.

SPRING - Reverse Wound Torsion Spring – 9/16” Diameter Wire.

Spring Wire per ASTM  A229 Class I.

HYDRAULICS


FLOW DIVERTER - 5 GPM constant flow from control port side


COVER CONTROL VALVE


Open Center Configuration



Double Manually operated 4 way valves



Adjustable Pressure Relief Valve


GANTRY LIFT CYLINDER


2” Bore x 1 1/4” Rod x 36” Stroke


Double Acting


Chromed Rod


Welded and Rebuildable


HOSES & FITTINGS


Aeroquip

COVER (TARP)


FABRIC

Heavy Duty Mesh 


CONSTRUCTION


Reinforced rear pocket.

Shock cords allow the EXTRA WIDE ( 9’) Tarp to be rolled up onto the roller assembly.

MISCELLANEOUS

All Brackets etc. are Fabricated Steel Weldments

