Pioneer, a Wastequip Company

                                                  ROUTE 20 North Oxford, MA 01537
                                                      UNIT SPECIFICATION                                                    

                                MODEL(S) HR2000PP & HR2000PTO

                                                          HR2000 HI-ROLLER
FRAMEWORK


WIND SCREEN / ROLLER HOUSING 

Wind Screen Assembly - 11 Ga. C.R.S. fabrication that Incorporates a Wind Screen to   prevent “whipping” of the tarp, which results in longer tarp life, this assembly also serves as the roller assembly housing. 


GANTRY ASSEMBLY 


Base Section – 4” Diameter x 3/16” wall D.O.M. steel tube.


1st Stage (mid section) – 3-1/4" Diameter x 3/16” wall D.O.M. steel tube.


2nd Stage (top section) – 2-1/2" Diameter x 3/16” wall D.O.M. steel tube.

                Machined steel lift and stop rings to insure bind free, smooth operation.


Cylinder Mount Cross Brace – C4 x 7.25 Channel


Mid Section Cross Brace – C4 x 7.25 Channel


Gantry Base secured with 10 – 1/4" thick steel gussets, & 2-1/4" x 1-1/4"


x 11 Ga. Capped, Rectangular tube fabrication.


Base plate – 6” x 46” x 1/2" steel plate w/ drainage hole(s).


Chassis Mounting Brackets 6” x 6” x 1/2" steel L’s – two (2) provided.


SPRING LOADED ROLLER ASSEMBLY

Aluminum Extrusion, 5-1/4” Outside Diameter, w/ integral tarp securing channel.


2-5/8” Inside Diameter Spring.


1” Diameter solid Steel Center Shaft.


Ratchet & Pawl Assembly to assist pre-loading the spring.

 
Sealed Ball Bearings.

HYDRAULICS


FLOW DIVERTER – PTO MODEL

Diverter with 2.5 GPM constant flow from control port side, with integral


Pressure relief valve.


COVER CONTROL VALVE


Open center configuration


Single Manually operated 2 way valve.


Adjustable Pressure Relief Valve.


HYDRAULIC POWER PACK – PP MODEL

12 V DC power pack with 2.5 Gal. Steel tank, w/ 2 way valve.


GANTRY CYLINDER


Hydraulic Cylinder – Telescoping, Double Acting 86” Stroke, welded and rebuildable.


HOSES & FITTINGS

Aeroquip


All Hydraulic hoses are stationary during system operation (no moving Hoses)


Minimizing wear and the likelihood of a leaking and/or failure.

COVER (TARP)

FABRIC

Mesh with reinforcing Front & Rear


Pocket at rear to accept Tarp Tube to maintain width, rigidity during deployment.


Snap Hook at rear flap w/ rope pigtail for securing, covered or uncovered.

MISCELLANEOUS


Safety Alarm – in cab Audio and Visual up-Gantry Alarm Kit, actuated via external 


Proximity switches.


All brackets etc. are fabricated Steel Weldments.

