                               PIONEER CONSOLIDATED CORP.

                                                  ROUTE 20, N. OXFORD, MA

                                                          MODEL HR 2000 PP
                                                INSTALLATION INSTRUCTIONS
       READ AND UNDERSTAND THESE INSTRUCTIONS COMPLETELY BEFORE

       BEGINNING THE INSTALLATION. USE THESE INSTRUCTIONS WITH THE

       DRAWINGS INCLUDED. UNPACK, IDENTIFY AND FAMILIARIZE YOURSELF

       WITH THE VARIOUS COMPONENTS OF THE UNIT.
Pick a suitable place on the chassis of the truck directly behind the cab to mount the GANTRY and WINDSCREEN / ROLL ASSEMBLY. Clear away or re-route any hoses, cable, etc. that may interfere with mounting the GANTRY to the chassis. 

Chassis mounting angles part number HR 4519 are included to facilitate mounting the Gantry. Chassis mounting angles are to be bolted to the chassis, be sure that the right and left mounting angles are square and level to each other. Weld the chassis mounting angles to the GANTRY base, be sure that the chassis mounting angles are centered on the GANTRY base. Allow a minimum of 4-5” between the forward portion of the GANTRY BASE and the rear of the cab. This will provide clearance for the WINDSCREEN / ROLLER ASSEMBLY as it moves up and down. Square the GANTRY to the hoist and level from side to side as well as being plumb vertically. A GOOD WAY TO MAKE CERTAIN THE GANTRY IS SQUARE TO THE HOIST IS TO CLAMP A STRAIGHTEDGE ACROSS THE FRONT OF THE HOIST AND THEN MEASURE FROM THIS TO THE GANTRY BASE.

When drilling into the chassis rails, DO NOT DRILL INTO THE CHASSIS FLANGE, OR ANY CLOSER TO THE FLANGE THAN THE TRUCK MANUFACTURER DID.

Once the GANTRY is located, fastened, and welded securely, add front and rear gussets to stabilize the GANTRY and strengthen the mounting.

Place the WINDSCREEN / ROLLER assembly on top of the GANTRY and install using 4 – 1/2-13 hex nuts and lock washers provided. Install the switch mounting plate HR2048 on the drivers’ side (inside) utilizing the windscreen bolt, nut and lock washer, refer to installation drawing for location. Install the cylinder into the cylinder cup on the WINDSCREEN / ROLLER assembly, and secure with the hitch pin and hairpin cotter.

NOTE: THE PORTS ON THE CYLINDER SHOULD FACE TO THE LEFT, OR DRIVERS’ SIDE WHEN VIEWED FROM THE REAR.

The exhaust stack may interfere with the WINDSCREEN / ROLLER assembly as it travels upward, correct as necessary by installing elbows etc. into the stack.

Maximum hydraulic flow rate to cylinder is 7 G.P.M. maximum.

NOTE: THE WINDSCREEN / ROLLER ASSEMBLY, ARE SHIPPED PRE-ASSEMBLED FROM THE FACTORY WITH THE TARP AND REAR SECTION INSTALLED, and THE ROLLER ALREADY LOADED.

Install the power pack vertically on the mounting plate on the drivers’ side of the GANTRY. Make the hydraulic connections to the gantry lift cylinder and make the electrical connections from the power pack to the battery (12 volts D.C.) Positive (+) from the solenoid to the positive (+) side of the battery, and negative (-) from the base plate to the negative (-) side of the battery.

Fill the power pack with Dexron ATF and operate the valve so the gantry goes up and down smoothly. You may have to do this a few times in order to bleed all the air from the cylinder and hydraulic lines.

Put a typical container on the truck.

Attach the rope pigtail with the snap hook to the steel ring on the tarp, attach the deployment pull rope to the other end of the rope pigtail. Raise the gantry fully, and then pull the tarp out over the container. Either secure the rope pigtail, or tie off the deployment rope to the rear of the container.

The roller as shipped from the factory, already has 33 winds on the roller, which should be adequate to roll the tarp up properly.

If the tarp does not wind up fully, you can add more winds to the roller as follows:

Install the HR4780 winding disk, on the drivers’ side of the roller shaft. Loosen the set screws on both the right and left side collars.

Turn the WINDING DISK  COUNTER-CLOCKWISE as viewed from the drivers’ side 2-3 revolutions, tighten the shaft collar set screws, and remove the disk. DO NOT EXCEED 38 WINDS.

RENEMBER: ADDING MORE WINDS WILL MAKE IT HARDER TO PULL THE TARP OVER THE LOAD. YOU ONLY WANT ENOUGH TENSION ON THE ROLLER TO SMOOTHLY WIND THE TARP ONTO THE ROLLER.

TO COVER

1. Snap the Deployment Rope to the Rope Pigtail.

2. Raise the Gantry to clear the load.

3. Walk the Deployment Rope to the rear of the truck and flip over the container.

4. Pull the Tarp out over the container and fasten securely.

5. Lower the Gantry down all the way.

TO UNCOVER

1. Raise the Gantry up to clear load.

2. Unclip Rope Pigtail from the container and attach the Deployment Rope to the Pigtail.

3. Slowly allow the Deployment rope to slide through your hands, allowing the Tarp to roll onto the Roller.

4. Lower the Gantry to its rest position.

5. Remove Deployment Rope for storage and clip Pigtail securely.

CAUTION: TO PREVENT DAMAGE TO THE TARPING SYSTEM, BE SURE TO UNCOVER THE LOAD BEFORE DUMPING OR EMPTING THE BODY.
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