PIONEER CONSOLIDATED CORP.
UNIT SPECIFICATIONS

AIR OPERATED POWER HOOP

TO BE USED WITH 

A 2100 PNEUMATIC TARPING SYSTEM

PIVOTING MECHANISM FOR HOOP

CROSS SHAFT- 1.00 Dia. 1018 C.R.S. Solid Steel Shaft

SHAFT SUPPORTS- Custom Weldment

1.750 O.D. x 11 ga. DOM Tube w/ ¼” H.R.S. Supports

UHMW Flanged Bushings, pressed in 

CYLINDER BASE MOUNT – Custom Weldment

Laser cut H.R.S.

BELLCRANK 

Bellcrank  - ½” Thick x 1 1/4” wide laser cut H.R.S. 

BASE BOW

1 5/8 OD x 11 ga. Flash Controlled Tubing

PNEUMATICS
CYLINDER

Double Acting, 63mm Bore x 150mm Stroke

20mm Rod w/ 5/8-18 thread on end of rod

Clevis Mount on Base End

¼” NPT Ports

FITTINGS

Brass DOT Approved Push in style w/ sealant applied to Pipe Threads

AIR LINE TUBING – 3/8” O.D.

DOT Approved for Air Brake application per SAE J844 Type B

SEQUENCING VALVE

ARO, Logic Element

FLOW CONTROLS

ARO

POWER HOOP FRAMEWORK- STEEL 

CROSS TUBE - 1 5/8” O.D. x 11 Ga. Steel Tubing.
BOW CORNERS - 1 5/16 O.D. x  11 Ga. Steel Tubing.

POWER HOOP FRAMEWORK- ALUMINUM
CROSS TUBE  - 1 3/4” O.D. x .170 wall 6061-T6 Aluminum Extrusion.

BOWS CORNERS - 1 3/8 O.D. x  .125 wall  6105-T4 Aluminum Extrusion w/Internal “X” configuration for strength
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